three inches = one foot

one and one half inches = one foot

one foot

one inch

three quarters inch = one foot

one quarter inch = one foot three eighths inch = one foot one half inch = one foot

one eighth inch = one foot

16

N

Vid

AM

11:57:18

2-04-15

)0 1.dw

EC

al

Electric

Phase\ /

Submittal

Current

'\

Cad

1

W

f
L

Dr

UPS\2

0499

P:

ings

DVA\3-0499-0064 Bath Comp Rm

1 | 3 4 5 | 7 8
ELECTRICAL ABBREVIATIONS ELECTRICAL SYMBOLS
+ DEVICE MOUNTED ABOVE TYPICAL HEIGHT. REFER TO (E) EXISTING O MOTOR, SINGLE—PHASE
ARCHITECTURAL ELEVATIONS FOR DEVICE MOUNTING EC EMPTY CONDUIT (N) NEW
HEIGHT. EG EQUIPMENT GROUND NA NOT APPLICABLE
1PH SINGLE—PHASE FL ELEVATION NEC NATIONAL ELECTRICAL CODE Lo MOTOR, THREE-PHASE
1P SINGLE POLE FLEC FLECTRIC OR ELECTRICAL NEMA NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION
2/C TWO—CONDUCTOR ELEV ELEVATOR NEUT OR N NEUTRAL VVVVV TRANSFORMER
3/C THREE—CONDUCTOR EMER EMERGENCY NFPA NATIONAL FIRE PROTECTION ASSOCIATION AN
3PH THREE—PHASE EMI FLECTROMAGNETIC INTERFERENCE NIC NOT IN CONTRACT
4/C FOUR—CONDUCTOR EMT FLECTRICAL METALLIC TUBING NL NIGHT LIGHT
4W FOUR—WIRE ENCL ENCLOSURE NO NORMALLY OPEN l EARTH GROUND
EPO EMERGENCY POWER OFF NS NO SCALE =
A/C UNIT  AIR CONDITIONING UNIT EPRF EXPLOSION PROOF NTS NOT TO SCALE o JUNCTION BOX
A/E ARCHITECT/ENGINEER (ER) EXISTING TO BE RELOCATED
AAP ALARM ANNUNCIATOR PANEL ESMT FASEMENT 0C ON CENTER
AC ALTERNATING CURRENT OR ARMORED CABLE FWC FLECTRIC WATER COOLER oD OUTSIDE DIAMETER PB PULL BOX
ACC ACCESSIBLE FWH FLECTRIC WATER HEATER oL OVERLOAD
ADDL ADDITIONAL EXIST EXISTING
ADJ ADJACENT, ADJOINING p POLE
ADO AUTOMATIC DOOR OPENER FA FIRE ALARM PA PUBLIC ADDRESS ¥ DISCONNECT SWITCH, FUSED
AF AMPERE FRAME OR AMP FUSE FAAP FIRE ALARM ANNUNCIATOR PANEL PB PANELBOARD, PULL BOX, OR PUSHBUTTON
AFC ABOVE FINISHED COUNTER, AUTOMATIC FREQUENCY FABL FIRE ALARM BELL PBPU PREFABRICATED BEDSIDE PATIENT UNIT [ DISCONNECT SWITCH, UNFUSED
CONTROL, OR AVAILABLE FAULT CURRENT FABX FIRE ALARM BOX PCB POLYCHLORINATED BIPHENYL
AFF ABOVE FINISHED FLOOR FACP FIRE ALARM CONTROL PANEL PEC PHOTOELECTRIC CELL
AFG ABOVE FINISHED GRADE FC FOOTCANDLE PED PEDESTAL X STARTER, COMBINATION WITH DISCONNECT SWITCH
AH AMPERE HOUR Fl FILM ILLUMINATOR PEND PENDANT
AHJ AUTHORITY HAVING JURISDICTION FIXT FIXTURE PF POWER FACTOR
AIC AMPERE INTERRUPTING CAPACITY FLA FULL LOAD AMPS PH PHASE X STARTER OR MOTOR CONTROLLER
ALT ALTERNATE FLEX FLEXIBLE METALLIC CONDUIT PNL PANEL
AMB OR A  AMBIENT FLT FLOODLIGHT POD POWER OPERATED DAMPER
AMP AMPERE FLUOR FLUORESCENT POE POWER OVER ETHERNET
ARCH ARCHITECT FLUOR FIX FLUORESCENT FIXTURE PT POTENTIAL TRANSFORMER ( BRANCH CIRCUIT HOMERUN. ONE SEPARATE GREEN GROUNDING CONDUCTOR
ASC AMPS SHORT CIRCUIT FOUTT TELEPHONE FLOOR OUTLET PTRV POWER TYPE ROOF VENTILATION SHALL BE PROVIDED FOR EACH HOMERUN
AT AMPERE TRIP FP FIRE PROTECTION PVC POLYVINYL CHLORIDE (PLASTIC)
ATS AUTOMATIC TRANSFER SWITCH FT FEET OR FOOT PWR POWER
AUTO AUTOMATIC FU SW FUSED SWITCH ®
AV AUDIO VISUAL FUNR FULL VOLTAGE NON-REVERSING R REMOVE
FVR FULL VOLTAGE REVERSING RCP REFLECTED CEILING PLAN WV, FLOOR OUTLET, DATA COMMUNICATION
BAT BATTERY (RE) RELOCATED EXISTING
BC BARE COPPER G OR GND GROUND OR GENERATOR REC RECESSED
BD BOARD GEN GENERATOR RECPT RECEPTACLE ) PANELBOARD CABINET, FLUSH MOUNTED
BFF BELOW FINISH FLOOR GFCI GROUND FAULT CIRCUIT INTERRUPTER RGS RIGID GALVANIZED STEEL
BIL BASIC INSULATION LEVEL GTB GROUND TERMINAL BOX RM ROOM
BLDG BUILDING RMS ROOT MEAN SQUARE PANELBOARD CABINET, SURFACE MOUNTED
BPIP BOILER PLANT INSTRUMENTATION PANEL HID HIGH INTENSITY DISCHARGE REQD REQUIRED
BRKR BREAKER HOA HAND—OFF —AUTOMATIC RTE REQUEST TO EXIT
BYP BY PASS HP HORSEPOWER e RECEPTACLE, DUPLEX
HT HEIGHT scc SHORT CIRCUIT CAPACITY
C CONDUIT HZ HERTZ SES SERVICE ENTRANCE SECTION
AR CABINET s SMOKE. DETECTOR RECEPTACLE, DUPLEX, CEILING MOUNTED
CALC CALCULATE IESNA ILLUMINATION ENGINEERING SOCIETY OF NORTH AMERICA SF SQUARE FOOT (FEET)
CAP CAPACITY IMC INTERMEDIATE METAL CONDUIT SHT SHEET POKETHROUGH DEVICE WITH DUPLEX RECEPTACLE
CAT CATALOG INCAND INCANDESCENT S| INTERNATIONAL SYSTEM OF UNITS
CATV COMMUNITY ANTENNA TELEVISION IR INFRARED SPEC SPECIFICATION
CCR CONTROL CONTACTOR IWH INSTANTANEOUS WATER HEATER SPST SINGLE POLE, SINGLE THROW = RECEPTACLE, DUPLEX ON EMERGENCY POWER
CCTV CLOSED CIRCUIT TELEVISION SURF SURFACE
cd CANDELA J-BOX JUNCTION BOX SW SWITCH @ RECEPTACLE, DUPLEX WITH GROUND FAULT CIRCUIT INTERRUPTER
cD CONSTRUCTION DOCUMENTS SWBD SWITCHBOARD
CF CONTRACTOR FURNISHED KV KILOVOLT SWGR SWITCHGEAR
CF/Cl CONTRACTOR FURNISHED/CONTRACTOR INSTALLED KVA KILOVOLT AMPERE 4 RECEPTACLE, QUADRAPLEX
CF /0l CONTRACTOR FURNISHED/OWNER INSTALLED KVAH KILOVOLT AMPERE PER HOUR TC TIME CLOCK
CFE CONTRACTOR FURNISHED EQUIPMENT kVAR KILOVOLT AMPERE REACTIVE TEL TELEPHONE =B RECEPTACLE, QUADRAPLEX ON EMERGENCY POWER
CHW CHILLED WATER kW KILOWATT TMP TAMPER PROOF
CHWP CHILLED WATER PUMP KWH KILOWATT HOUR TP TWISTED PAIR
CKT CIRCUIT KWHM KILOWATT HOUR METER TPS TWISTED PAIR SHIELDED Ve RECEPTACLE, SINGLE
CKT BRKR CIRCUIT BREAKER B TELEPHONE TERMINAL BOARD
CLF CURRENT LIMITING FUSE LED LIGHT EMITTING DIODE v TELEVISION
CLG CEILING LF LINEAR FEET (FOOT) TYP TYPICAL 65 RECEPTACLE, SINGLE WITH SWITCH
CMU CONCRETE MASONRY UNIT LM LUMEN
COAX COAX CABLFE LP LIGHT POLE UFD UNDERFLOOR DUCT ey RECEPTACLE, SPECIAL PURPOSE
COMM COMMUNICATION LPS LOW PRESSURE SODIUM UGND UNDERGROUND A = 120V, 20A, 1 PHASE, 2—POLE, 3W, NEMA 5—20R.
COMPT COMPARTMENT LRA LOCKED ROTOR AMPS uL UNDERWRITERS LABORATORY Al = 120V, 20A, 1 PHASE, 2—POLE, 3W, NEMA L5—20R.
CONC CONCRETE LTCP LOCAL TEMPERATURE CONTROL PANEL UON UNLESS OTHERWISE NOTED B = 208V, 20A, 1 PHASE, 2—POLFE, 3W, NEMA 6—20R.
CONT CONTINUE LT LIGHT UPS UNINTERRUPTIBLE POWER SUPPLY C = 120V, 30A, 1 PHASE, 2—POLE, 3W, NEMA 5-30R.
CONTR CONTRACTOR LTG LIGHTING UTIL UTILITY D = 208V, 30A, 1 PHASE, 2—POLF, 3W, NEMA 6—30R.
COORD COORDINATE LTG PNL  LIGHTING PANEL F = 208V, 60A, 1 PHASE, 3—POLE, 4W, NEMA 14—60R.
CPT CONTROL POWER TRANSFORMER LTNG LIGHTNING Vv VOLT F = 208V, 30A, 3 PHASE, 3—POLE 4W, NEMA 15—30R.
CRI COLOR RENDERING INDEX LV LOW VOLTAGE VA VOLT AMPERE G = 208V, 50A, 3 PHASE, 3 POLF, 4W, NEMA 15—50R.
cT CURRENT TRANSFORMER VAR VOLT AMPERE RFACTIVE H = 208V, 60A, 3 PHASE, 3 POLF, 4W, NEMA 15—60R.
CTvV CABLE TELEVISION MATV MASTER ANTENNA TELEVISION SYSTEM VFD VARIABLE FREQUENCY DRIVE J = 208V, 40A, 3 PHASE, 3 POLE, 4W, NEMA L14—40R
cu COPPER MAX MAXIMUM VOLT VOLTAGE
cU FT CUBIC FEET MC METAL—CLAD
CUR CURRENT MCA MINIMUM CIRCUIT AMPS w WATT
MCB MAIN CIRCUIT BREAKER WH WATER HEATER
DB DECIBEL OR DIRECT BURIAL MCC MOTOR CONTROL CENTER WP WEATHERPROOF $2 SWITCH
DC DIRECT CURRENT MDP MAIN DISTRIBUTION PANEL F = FUSED SWITCH K = KEY OPERATED
DCP DIMMER CONTROL PANEL MECH MECHANICAL XFER TRANSFER L = LOCK LM= LOW VOLTAGE MASTER
DEG C DEGREES CELSIUS MG MOTOR GENERATOR XFMR TRANSFORMER M = MANUAL MOTOR STARTING MC= MOMENTARY CONTACT
DEG F DEGREES FAHRENHEIT MH MANHOLE MP= MOTOR SNAP WITH PILOT LIGHT P = WITH PILOT LIGHT
DEMO DEMOLITION MIN MINIMUM (THERMAL TYPE)
DIAG DIAGRAM MOCP MAXIMUM OVERCURRENT PROTECTION PB= PUSH BUTTON STATION RC= REMOTE CONTROL
DISC DISCONNECT MLO MAIN LUGS ONLY WP= WEATHER PROOF X = EXPLOSION PROOF
DISTR DISTRIBUTION MT MOUNT
DISTR PNL  DISTRIBUTION PANEL MTD MOUNTED
DMR SW DIMMER SWITCH MTG MOUNTING
DN DOWN MTS MANUAL TRANSFER SWITCH
DPDT DOUBLE POLE, DOUBLE THROW MV MEDIUM VOLTAGE
DPST DOUBLE POLE, SINGLE THROW MVA MEGAVOLT—AMPERE
DRSW DOOR SWITCH MW MEGAWATT MICROWAVE DEMOLITION WORK
DS DISCONNECT SWITCH
DWG DRAWING
n n
CONSTRUCTION BID DOCUMENTS
] MILLER-REMICK LLC PROFESSIONAL . Drawing Title Project Title Project Number
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1. THE CONTRACTOR SHALL INCLUDE IN HIS BID ALL COSTS ASSOCIATED WITH RELOCATION AND REMOVAL OF ELECTRICAL WORK 1. gggu‘ﬁgﬁ‘gﬁgm&&%h GBETH%ESSEP(\)NNH%BEMAF@RBENFéLsJEll[:\IS EIYHATTHEAL(LJWRNUELRES A/F:,\EIDBEIN . 1. ﬁhLD EALLELCTngﬁék Vg%%‘fpﬁnéglE\EOEVOE%R?,LN‘_\rLElg nglaT(IJ-l\JETCI-lTE CONSTRUCTION MANAGER 32. ALL NEW ELECTRICAL PANELS SHALL BE LOCKABLE. PROVIDE OWNER WITH TWO (2)
AS DESCRIBED IN THE DRAWINGS AND SPECIFICATIONS WITH ALLOWANCES FOR EXPECTED OR UNFORESEEN ISSUES WHEN ' ; : KEYS PER PANEL.
CONCEALED WORK HAS BEEN EXPOSED. NO ADDITIONAL CLAIMS FOR WORK ASSOCIATED WITH DEMOLITION WILL BE ACCEPTED, OBSERVED, PARTICULARLY WORKPLACE SAFETY AND THE CONDUCT OF ALL THOSE ,
UNLESS, IN CERTAIN CASES, CONSIDERED JUSTIFIABLE BY THE ENGINEER. EMPLOYED DIRECTLY AND INDIRECTLY BY HIM ON THE PREMISES, AND THE OWNER'S 1.1. CONTRACTOR SHALL REVIEW ALL TRADES CONTRACT DOCUMENTS AND 33. EXACT LOCATION OF MECHANICAL EQUIPMENT THAT REQUIRE ELECTRICAL
EMPLOYEES WHO MAY BE IMPACTED OR AFFECTED BY CONSTRUCTION ACTIVITIES. THE APPLICABLE SHOP DRAWINGS TO DETERMINE SPECIFIC MOUNTING LOCATIONS CONNECTIONS ARE SHOWN ON THE MECHANICAL DRAWINGS.
2. NOTE THAT THE FACILITY WILL BE OPERATIONAL DURING THE COURSE OF THIS PROJECT. CONTRACTOR WILL INSTALL SIGNAGE, BARRIERS, AND OTHER MEANS TO PROVIDE FOR ELECTRICAL EQUIPMENT.
WARNING AND PERSONNEL SAFETY. PLACEMENT OF THESE ITEMS WILL BE 34, ALL DEVICES SHALL BE ADEQUATELY IDENTIFIED WITH PERMANENT LABELS OR TAGS.
2.1. THE CONTRACTOR IS TO COORDINATE ALL OF THE DEMOLITION WORK WITH THE FACILITY PERSONNEL TO MINIMIZE COORDINATED WITH THE OWNER AND HIS ONGOING OPERATIONS AND WILL PROMPTLY 1.2. VERIFY EXACT LOCATIONS AND MOUNTING OF ALL LIGHT FIXTURES, SWITCHES, WIRING SHALL BE IDENTIFIED AS TO PHASING AND CONDUCTOR IDENTIFICATION.
DISTURBING THE OPERATING EQUIPMENT, WIRING AND SYSTEMS. BE REVISED WHEN WORK IN A PARTICULAR AREA HAS BEEN COMPLETED. RECEPTACLES, OUTLETS, FIRE ALARM DEVICES, VOICE/DATA DEVICES AND OTHER
FQUIPMENT WITH ARCHITECTURAL DRAWINGS AND IN THE FIELD PRIOR TO 35. CONDUIT HOMERUNS SHOWN ON THE DRAWING WITH MORE THAN 3 CURRENT
2.2. THE CONTRACTOR SHALL PERFORM REMOVAL AND DEMOLITION WORK WITH MINIMAL INTERFERENCE WITH EXISTING 1.1, DURING PERFORMANCE OF WORK, THE CONTRACTOR SHALL BE RESPONSIBLE ROUGH—IN. IN CENTERING OUTLETS AND LOCATION BOXES, ALLOW FOR CARRYING CONDUCTORS ARE SHOWN DIAGRAMMATICALLY. CONTRACTOR SHALL NOT
SYSTEMS. FOR PROVISION AND MAINTENANCE OF WARNING SIGNS, LIGHT SIGNAL DEVICES, OVERHEAD PIPES, DUCTS AND MECHANICAL EQUIPMENT VARIATIONS IN INSTALL MORE THAN 3 CURRENT CARRYING CONDUCTORS IN A RACEWAY UNLESS
GUARD LIGHTS, BARRICADES, GUARD RAILS, FENCES AND OTHER DEVICES, FIREPROOFING AND PLASTERING, WINDOW AND DOOR TRIM, PANELING, HUNG DONE SO STRICTLY BY THE NATIONAL ELECTRIC CODE.
2.3. IF NECESSARY THE CONTRACTOR SHALL PROVIDE TEMPORARY POWER FOR THE FACILITY. APPROPRIATELY LOCATED ON AND AROUND THE JOB SITE WHICH GIVE PROPER CEILINGS AND THE LIKE, AND CORRECT ANY INACCURACY RESULTING FROM
AND UNDERSTANDABLE WARNING TO PERSONS WITH REGARD TO HAZARDOUS FAILURE TO DO SO WITHOUT EXPENSE TO OWNER. 36. FEACH BRANCH CIRCUIT HOMERUN SHALL HAVE NO MORE THAN THREE CIRCUITS.
3. DEMOLITION AND REMOVAL OF WORK SHALL BE PERFORMED IN A NEAT AND PROFESSIONAL MANNER. THE CONTRACTOR SHALL CONDITIONS, EQUIPMENT AND OPERATIONS BEING PERFORMED IN CONJUNCTION EACH BRANCH CIRCUIT HOMERUN SHALL HAVE A SEPARATE GREEN INSULATED
RESTORE, PATCH, PAINT, ETC., ANY INTERIOR/EXTERIOR BUILDING SURFACE TO ITS ORIGINAL CONDITION. WITH THE WORK. 1.3. LOCATIONS INDICATED FOR LOCAL WALL SWITCHES ARE SUBJECT TO EQUIPMENT GROUNDING CONDUCTOR.
> THIS INSTALLATION WILL CONFORM To ALL CODES AND THE REQUIREMENTS OF MODIFICATIONS AT OR NEAR DOORS. COORDINATE WITH ARCHITECTURAL AND/OR
4. REFER TO ELECTRICAL DEMOLITION AND RENOVATION PLANS FOR NEW EQUIPMENT LAYOUT AND EXTENT OF EQUIPMENT BEING : ENGINEERING PLANS AND INSTALL SWITCH ON SIDE OPPOSITE HINGE. VERIFY 37. MULTI-GANG BACKBOXES FOR DIFFERENT VOLTAGES AND TYPES OF EMERGENCY AND
REPLACED, RELOCATED, OR REMOVED. COORDINATE WITH ALL TRADES AS TO EXTENT OF EQUIPMENT BEING REMOVED OR EE[%EE/(\)LT, SWE,D AT'\(‘)D TLH%CAF%LRL(E)%V%@TORY AGENCIES HAVING JURISDICTION INCLUDING, FINAL HINGE LOCATIONS IN FIELD PRIOR TO SWITCH OUTLET INSTALLATION. NORMAL BRANCH WIRING DEVICES SHALL HAVE DIVIDERS BETWEEN DEVICES.
RELOCATED. CLOSELY COORDINATE THE EXTENT OF DEMOLITION SCOPE OF WORK WITH ARCHITECT, ENGINEER AND/OR ‘ 2. THE CONDUITS SHOWN ON THESE DRAWINGS ARE DIAGRAMMATIC IN NATURE, THEY 38. ALL TEMPORARY WIRING, LIGHTING AND POWER CIRCUITS AND DEVICES SHALL BE
MECHANICAL PLANS. PATCH AND PAINT (TO MATCH SURROUNDING CONDITIONS) ALL OPENINGS CREATED BY THIS DEMOLITION. : ; : ;
( ) BUILDING: NFPA: CURRENT EDITION SHOW THE GENERAL ARRANGEMENT AND SIZE OF THE CONDUITS. THEY ARE NOT INSTALLED TO MEET THE LATEST REQUIREMENTS OF THE NATIONAL ELECTRICAL CODE,
5. EXISTING CONDITIONS, EQUIPMENT, MATERIALS & SIZES ARE SHOWN FOR REFERENCE ONLY. VERIFY EXISTING CONDITIONS AND ELECTRICAL:  NATIONAL ELECTRIC CODE: NFPA 70 — CURRENT EDITION L A el MU LOCAL, STATE AND FEDERAL REQUIREMENTS FOR SUCH TEMPORARY INSTALLATION.
BRING ANY DISCREPANCIES TO THE ENGINEER’S ATTENTION IN WRITING PRIOR TO BID SUBMISSION.
VA DESIGN GUDES:  CURRENT EDITION MANNER IN ACCORDANCE WITH PROJECT SPECIFICATIONS. 39. THE ELECTRICAL CONTRACTOR SHALL ENSURE THAT RECEPTACLES USED FOR HAND
: TOOLS AND OTHER MISCELLANEOUS EQUIPMENT SHALL BE INSTALLED WITH GROUND
6. ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ELECTRICAL DEMOLITION WORK FOR THIS PROJECT WHETHER OR
3. ALL CONTRACTOR SUPPLIED MATERIALS SHALL BE NEW AND UL APPROVED (OR FAULT INTERRUPTER OR OTHER APPROVED AND RECOGNIZED INTERRUPTING SENSORS.
10 SHReTCAL MBS 9% T OF SPEE DUUOLTON POV, i MO S IWCLDE BT S M ey 1o e 5. AL WORK VL GE LAVALY DECUTED I A N MO KOOI WOER 40 oo 5 MR WL echez et
JUNCTION BOXES, WIRE, CABLE, CONDUIT, MOUNTING HARDWARE STRAPS OR CABLES, ELECTRICAL SERVICES ETC. PER THE WILL BE COMPLETED IN ACCORDANCE WITH THE GOVERNING CODES (ABOVE), 40. ALL OPENINGS SHALL BE SEALED UPON COMPLETION OF INSTALLATION TO PREVENT
' ! ’ ' ’ : INDUSTRY STANDARDS, AND IN CONFORMANCE WITH THE MANUFACTURERS 4 ALL EQUIPMENT SHALL BE INSTALLED IN A NEAT AND WORKMANLIKE MANNER THE SPREAD OF SMOKE AND FIRE THROUGH OPENINGS. OPENINGS SHALL ALSO BE
SCOPE OF WORK FOR THIS PROJECT. RECOMMENDATIONS AND REQUIREMENTS ‘ Q '
Q : RECTILINEAR TO BUILDING STRUCTURE. HORIZONTAL OR CROSS RUNS IN PARTITIONS gg%LFeEaNL?ESRVE/YTENTOTV@FERCF?EI-EEAGTEO VL?E@EN¢PFNL+E/QEEE-E @éé QE[E)Nglgs'STRSUHCArLKL)NBE
AND WALLS NOT PERMITTED. :
7. THE ELECTRICAL CONTRACTOR SHALL REMOVE ALL ELECTRICAL OUTLETS, SWITCHES, ETC., INCLUDING ASSOCIATED WIRING, 4 WORK UNDER THIS CONTRACT SHALL CONSIST OF THE CONTRACTOR PROVIDING ALL PENETRATIONS THROUGH FIRE. WALLS MUST BE MADE BY AN APPROVED THRGUGH
CONDUITS, COVERS, BOXES, ETC., WHERE SHOWN ON THE DEMOLITION DRAWING. WHERE THE REMOVAL OF THESE ITEMS LABOR. MATERIALS. AND SERVICES. INGLUDING WORK NOT SPECIFICALLY SHOWN BUT SENETRATION  FIRESTOP. SYSTEM
DISRUPTS EXISTING WIRING THAT IS TO REMAIN, THE CONTRACTOR SHALL INSTALL IN THE CEILING SPACE; JUNCTION BOXES REASONABLY IMPLIED. THIS SHALL. INCLUDE GUTTING. PATCHING AND RESTORATION OF 5. UNLESS OTHERWISE STATED, ALL ABOVE GROUND WIRING SHALL BE IN CONDUIT, 3/4 :
AND OTHER DEVICES AND PROVIDE BYPASS CONNECTIONS NECESSARY TO MAKE CIRCUITS AFFECTED CONTINUOUS AND READY EXISTING. SURFACES DAMAGED DURING THE CONSTRUCTION. CONTRACTOR SHALL ALSO INCH MINIMUM SIZE FOR ELECTRIC SERVICES. ALL CONDUIT BENDS SHALL BE OF THE 41 THE COMPLETE INSTALLATION SHALL BE TESTED AT COMPLETION OF WORK. TO BE
FOR OPERATION. OTHERWISE, WIRING SHALL BE REMOVED BACK TO THE NEAREST ELECTRICAL JUNCTION BOX THAT IS TO PROVIDE ALL EQUIPMENT SHOWN OR SPECIFIED OR AN APPROVED EQUIVALENT LONG RADIUS TYPE. ALL OUTDOOR WIRING SHALL BE IN CONDUIT, 3/4 INCH MINIMUM " EREE OF GROUNDS AND. SHORT CIRCUITS CONDITIONS. AL INTERLOCK GIRCUITS
REMAIN OR TO THE SOURCE PANELBOARD. SUBSTITUTED EQUIPMENT OR MATERIALS SHALL NOT BE INSTALLED UNTIL GIVEN SIZE. ALL MOTORS AND TRANSFORMERS SHALL HAVE FLEXIBLE CONNECTIONS TO SUALL BE TESTED TO VEREY CORRECT OPERATION OF EACH DEVICE. ALL ROTATING
WRITTEN APPROVAL BY THE OWNER. MINIMIZE VIBRATION. 1/2 INCH CONDUIT IS ACCEPTABLE FOR SWITCH LEGS AND EQUIPMENT SHALL BE JOGGED TO VERIFY CORRECT ROTATION BEFORE PERMANENTLY
8. ALL WORK MUST BE SCHEDULED AND PERFORMED AS NOT TO INTERRUPT NORMAL OPERATIONS. REMOVAL OF ITEMS THAT WILL TIGHT WALL SITUATIONS. REFER TO ELECTRICAL SPECIFICATIONS FOR ADDITIONAL ENERGIZING
CAUSE ANY TYPE OF TEMPORARY SHUTDOWN SHALL BE PERFORMED DURING OFF—PEAK HOURS. ALL SUCH OQUTAGES SHALL BE INFORMATION. :
SCHEDULED AND COORDINATED WITH OWNER FIELD REPRESENTATIVE TO ENSURE ESSENTIAL SERVICES OR AREAS CAN BE S ﬁ,ASCT'XLmAgE AﬁgNHiﬁ\ﬁTTgﬁlNSGHAkLLL E’EM\%%';\LRYY RPEC)Svl\:l)IgR,\lSSlEC;)bERCFSSR AFLFEO\QBL?‘GF;EQU|RED
MAINTAINED. ’ 6.  ALL WIRING SHALL BE RUN CONCEALED IN CONDUIT UNLESS SPECIFIED OTHERWISE 42 CONTRACTOR SHALL COORDINATE AND SCHEDULE ALL WORK AND SHUTDOWNS OF
UTILITIES FOR ANY TEMPORARY MECHANICAL, PLUMBING, AND/OR ELECTRICAL : : FQUIPMENT WITH FACILITY.
EQUIPMENT OR SYSTEMS (REQUIRED BY THEIR INDIVIDUAL TRADES SCOPE OF WORK)
®  SOHEDULE SO THAT REMOVAL OR RELOGATION OF AFFECTED UTILIIES. MAY BE GARRIED OUT. IN GOORDINATION WITH THE DURING THE COURSE OF CONSTRUCTION AND PHASING/SEQUENCING OF WORK. THIS 7. CONRACTOR SHALL USE TRAPEZE TO SUPPORT MULTIPLE CONDUITS FROM BUILDING 43. EXCAVATION FOR UNDERSLAB OR UNDERGROUND INSTALLATION OF CONDUITS SHALL
' STEEL BE APPROACHED WITH EXTREME CAUTION SO AS NOT TO DAMAGE EXISTING
PROJECT REQUIREMENTS. THE CONTRACTOR SHALL CLOSELY FOLLOW THE DEMOLITION AND PHASING SCHEDULE AND PROCEED SHALL INCLUDE BUT NOT BE LIMITED TO THE INSTALLATION AND ROUTING OF: UNDERGROUND PIPING. WIRING AND CONDUTS
IN THE SPECIFIED SEQUENCE. TEMPORARY FEEDERS, CONDUIT, TRANSFORMERS, ON—SITE GENERATOR PACKAGES, 8. SECURE ALL SUPPORTS TO BUILDING STRUCTURE BY STEEL FOR VERTICAL SUPPORT ' ‘
e e N O EauuenT B A et Rk MUST BE AND BY MEANS OF TOGGLE BOLTS ON HOLLOW MASONRY UNITS, EXPANSION SHIELDS 44. ELECTRICAL CONTRACTOR SHALL PROVIDE CONSTRUCTION MANAGER/GENERAL
10. THE SHUTDOWN OF EXISTING BUILDING ELECTRICAL SERVICES SHALL BE COORDINATED WITH THE OWNER. MAKE APPROPRIATE DISCONNECTION OF EQUIPMENT, ETC. ALL ELECTRICAL WORK MUST BE PERFORMED IN CONCRETE OR BRICK. MACHINE SCREWS ON METAL SURFACE, AND WOOD SCREWS " CONTRAGTOR A SURFAGE PENETRATING RADAR SURVEY FOR THE PURPOSE OF
ARRANGEMENTS AT LEAST 10 BUSINESS DAYS PRIOR TO A SHUTDOWN. BY A LICENSED ELECTRICIAN. REFER TO SPECIFICATIONS FOR ADDITIONAL ON WOOD CONSTRUCTION. NAILS, RAWL OR WOOD PLUGS NOT PERMITTED. SUPPORT
INFORMATION. HORIZONTAL RUNS OF METALLIC CONDUITS NOT MORE THAN 10 FT. APART. SUPPORT é?gﬁg$gRﬁtLMghNAgE§gRO;rgDIlEloiLll_Nxséﬁg)W(Ij-l(l)-:,\liDEUlSTE,&Bpl(?JJ,\]I'?ngT”ME\LESC)’CCUR (FoR
. RACEWAY RISERS AT EACH FLOOR LEVEL. RUN EXPOSED RACEWAYS PARALLEL WITH , ETC.
" EEECTCRCI),(;{IEAEI\TICD)RAI?CHS:_TECR;E'\IA?CA)\\L/ELQYI\I(?L{TOSRII\TE#SELAT(EOI(A);LDIEﬁlTSIgl\NIGWIEIEIECTTHRéCg\IGVIVI\?SE}T?%V HIS%TA(JEIITFF(;?I\TEEEASN! ITHAELH ESYh:lsEVng 6. CONTRACTOR SHALL BE RESPONSIBLE FOR COSTS INCURRED FOR NONCOMPLIANGE OR AT RIGHT ANGLES TO WALLS. THE PURPOSES OF ELECTRICAL WORK REQUIRED). SURVEY MUST BE COMPLETED TWO
: WITH THESE CONTRACT DOCUMENTS. CONTRACTOR WILL NOT BE ALLOWED CHANGE WEEKS PRIOR TO CUTTING OF ANY SLAB. THE CONTRACTOR SHALL ASSUME THE
WHICH ARE NO LONGER REQUIRED TO FUNCTION SHALL BE DE—ENERGIZED AND DISCONNECTED AT THE POWER SUPPLY ORDERS FOR PROBLEMS. ARISING EROM. NEGLECT. OF PROVISIONS INGLUDED. IN THESE :
SOURCE. CoNDIIONS 9. ALL CONDUIT INSTALLATIONS CROSSING EXPANSION JOINTS SHALL HAVE EXPANSION RESPONSIBILITY (AND ALL ASSOCIATED COSTS) OF REPAIRING AND/OR REPLACING
' OR EXPANSION /DEFLECTION TYPE FITTINGS AS REQUIRED. NOTE: FOR THE EXACT ANY SYSTEMS DAMAGED BY THE SLAB CUTTING PROCEDURES, WHEN PREVENTATIVE
12.  ELECTRICAL CONTRACTOR SHALL PROVIDE AND MAINTAIN ANY CONNECTIONS / DISCONNECTIONS AS NEEDED TO ENSURE 7 MAINTAIN ORDERLY HOUSEKEEPING DURING CONSTRUCTION, AND UPON SUBSTANTIAL LOCATIONS OF EXPANSION JOINTS, SEE OWNER FOR EXISTING STRUCTURAL DRAWINGS. MEASURES WERE NOT CONSIDERED OR UTILIZED. COST FOR SURVEY(S) SHALL BE
ADEQUATE SAFETY AND PROTECTION OF ALL PERSONNEL AND EQUIPMENT. COMPLETION PERFORM FINAL CLEANUP. REMOVE CONSTRUCTION RUBBISH SUBMITTED AS A SEPARATE LINE ITEM PRICE (WHEN APPLICABLE).
SCAFFOLDING, EQUIPMENT, TEMPORARY PROTECTION, TEMPORARY FIELD STRUCTURES 10.  ALL UNDERGROUND CONDUITS SHALL BE SEALED TO PREVENT THE ENTRY OF WATER
13.  ALL ELECTRICAL PANELS SHALL BE MAINTAINED AS WORKING PANELS THROUGHOUT CONSTRUCTION AND WILL CONTINUE TO AND OTHER MATERIALS OR EQUIPMENT THAT WAS REQUIRED IN CONNEGTION WITH OR GASES. 45. THE ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR VERIFYING VOLTAGE, PHASE, MCA,
MAINTAIN CIRCUITS FOR EXISTING LIGHTING OR EQUIPMENT TO REMAIN. PROVIDE AS NECESSARY TEMPORARY LIGHTING AND THE CONSTRUCTION. BUT NOT A PERMANENT PART THEREOE MOCP, REQUIRED FOR ALL EQUIPMENT PROVIDED BY OTHER CONTRACTORS PRIOR TO
FLECTRICAL FEEDS TO ANY DEVICES THAT MAY BE REQUIRED FOR UNINTERRUPTED USE. PROVIDE TEMPORARY CONNECTIONS ’ : 11.  PASS RACEWAYS OVER WATER, STEAM, OR OTHER PIPING WHEN PULL BOXES ARE PURCHASING AND INSTALLING CONDUCTORS, BREAKERS, DISCONNECTS, CONDUIT, ETC.
FOR RELOCATED EQUIPMENT DURING CONSTRUCTION. NOT REQUIRED. NO RACEWAY WITHIN 3 IN. OF STEAM OR HOT WATER PIPES, OR VERIFY RATINGS WITH FINAL, APPROVED CONTRACTOR EQUIPMENT SUBMITTALS AND
8. ggﬂleEﬂgﬁgFgmguRc V\\;VHOICF?E ?SEAW((:)(I%ETTSAC;—C?RBIQAUPSETRIEgéuIl-ZI\IIDE ASN%BSNTgﬁTFESTﬁED APPLIANCES, EXCEPT CROSSINGS WHERE RACEWAY SHALL BE AT LEAST 1 IN. FROM FQUIPMENT NAMEPLATES DIRECTLY WITH THE PROVIDING CONTRACTOR.
14, ELECTRICAL CONTRACTOR SHALL ENSURE THAT ANY DEVICES AND/OR FIXTURES LOCATED OUTSIDE OF DEMOLITION WORK AREA CONTRACTOR IN WRITING. OF CONDITIONS DETRIMENTAL TO THE PROPER AND TIMELY PIPE COVER.
ARE NOT AFFECTED BY REMOVAL OF WIRING AND/OR CIRCUITING. WIRING/CONDUIT SHALL BE LEFT IN A SAFE CONDITION, COMPLETION OF THE WORK. COMMENCEMENT OF WORK BY A TRADE ON A SURFACE 1> FURNISH PULL STRING IN EACH RACEWAY RUN OVER 10 FT IN WHICH WIRING IS NOT 46. gstglsFSlCLﬂT?gﬁg T&E%VEWEEXVEIEHTQCXEEDE\F/engE%CTNg%ﬁggugLIoTNH I?OE(I:_LI-%,(\)ATEI,?\IIEiLA,;EA .
LABELED FOR ITS USE, AND EXTENDED AS REQUIRED TO MAINTAIN CIRCUIT CONTINUITY, INCLUDING ALL APPLICABLE CONTROLS. OR CONSTRUCTION SHALL IMPLY ACCEPTANCE OF SUCH SURFACE OR CONSTRUCTION. . INSTALLED ) ‘
15.  PORTIONS OF FEEDER RUNS THAT SHALL BE REMOVED OR ABANDONED AS A RESULT OF DEMOLITION WORK, BUT WHICH ARE D9 NOT PROCEED WITH INSTALLATION  UNTIL UNSATISFACTORY CONDITIONS HAVE BEEN ' g\ljvf\TLcLHEg ETRO(;/JJ?E DBI?BI-ZYAPI;;S EbvﬁgméCA(L:o%%mFAggR) (EKQKEE' FDREE?JEEE?DRIVES
" REQUIRED TO REMAIN ENERGIZED, SHALL BE CUT AT CONVENIENT LOCATIONS, REROUTED AND RECONNECTED. NEW FEEDER CORRECTED. 13. %:J;E%E%L C%ONNDDU?P Vﬁ#‘g%gﬁgﬁﬁg- BF;ESAEM P?F“,"S%TS'KAP%AL'J%TD MSFLQ/EAWTTEEAT?(?H?FWEELD VFD CONTROL PANELS, DISCONNECT SWITCHES, COMBINATION MOTOR '
EXTENSIONS SHALL MATCH EXISTING FEEDER EXTENSIONS IN ALL ASPECTS INCLUDING BUT NOT LIMITED TO CABLE TYPE, 9. THE CONTRACTOR SHALL REVIEW CONTRACT DOCUMENTS FOR CONFLICTS. WHERE CONBUIT COUPLINGS : STARTER/DISCONNECTS AND ASSOCIATED COMPONENTS FOR NEW EQUIPMENT
CONDUIT SIZES, CONDUCTOR AMPACITY, ETC.. CONFLICTS EXIST WITHIN THE DRAWINGS, WORK SHALL NOT PROCEED UNTIL THE : PROVIDED BY OTHERS SHALL BE PROVIDED BY THE CORRESPONDING CONTRACTOR
ENGINEER HAS BEEN NOTIFIED AND GIVEN DIRECTION. 14 NOT USED AND INSTALLED BY THE ELECTRICAL CONTRACTOR (WHEN NOT FACTORY INSTALLED).
16. ALL EXISTING LOW VOLTAGE WIRING FOR FIRE ALARM/SECURITY, SOUND, AND/OR TELECOMMUNICATIONS THAT IS NOT REUSED - :
SHALL BE REMOVED IN ITS ENTIRETY BY THE RESPONSIBLE CONTRACTOR. ALL EXISTING LOW VOLTAGE WIRING FOR MECHANICAL 10. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS AND MANUFACTURERS DATA SHEETS ON 47. IT IS THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR TO REVIEW THE
SYSTEMS THAT ARE NOT USED SHALL BE REMOVED IN ITS ENTIRETY BY THE CONTRACTOR. ALL EQUIPMENT AND MATERIALS SPECIFIED ON DRAWINGS FOR APPROVAL BY OWNER 15. gSBLEJNgll-:,\(l}GARgll-ll\/l\éLEEEC{'E%@ELE}DRS)TJNg(l:l\cl:gR,El\/l\[,)\ngOmmGTgEEQTJT;EI\TS\&TSELEg;RlCAL ELECTRICAL PLANS AND SPECIFICATIONS, AS WELL AS ALL RELATED PROJECT PLANS
17.  CONTRACTOR IS TO EXERCISE EXTREME CAUTION WHEN CUTTING SLAB TO AVOID DAMAGE TO ANY EXISTING CONDUITS, PIPING gECéSEEIlYF(D)ARTAT HFEOWI\TAFI\TL'JFTAIE)lEF?JERE%RA(\éVyELSO(? RNUSF\TSIE;S ggﬁE\LLDIfA%TITSAIg\INSA " SERVICE, EQUIPMENT AND ENCLOSURES. ALL EQUIPMENT SHALL BE PROVIDED WITH A DROUECT SCOPE AND. COORDINATED RESPONSIILITIES.  CONFLIE OF NTENDED |
. , , , L.E., , , , , SEPARATE GROUNDING CONDUCTOR. PROJECT SCOPE AND COORDINATED RESPONSIBILITIES. CONFLICT OF INTENDED
ETC. THAT MAY BE CONCEALED IN OR BENEATH THE SLAB. ANY FLOOR SLAB AFFECTED BY THE REMOVAL OF DEVICES FED VIA CAPACITY, WIRING DETAILS AND ALL OTHER ENGINEERING DATA AND DETAILS RESPONSIBILITIES SHALL BE BROUGHT TO ENGINEERS ATTENTION, PRIOR TO
UNDERGROUND CONDUIT OR WIRING, SHALL BE FIRESTOPPED AND PATCHED BY THE GENERAL CONTRACTOR AND TO MATCH NECESSARY FOR COMPLETE CLARITY AND INSTALLATION. 16, CONNECT CONDUIT TO MOTOR CONDUIT TERMINAL BOXES WITH FLEXIBLE CONDUIT SUBMISSION OF BID.
SURROUNDING FLOOR. :
11.  THE CONTRACTOR SHALL KEEP ONE SET OF THE LATEST ISSUE OF DRAWINGS WHICH é%‘émys 1T80 'TA-OTLCEE‘GESUQ%%%%% SLACK). DO NOT TERMINATE IN OR FASTEN 48. DURING THE COURSE OF CONSTRUCTION, COORDINATION AND FINAL TURNOVER, IT IS
18. ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR DISCONNECTING, RELOCATING, AND/OR RECONNECTING ALL EXISTING EQUIPMENT SHALL REFLECT THE ACTUAL INSTALLED CONDITIONS AND CONNECTIONS OF ALL : THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR TO WORK CLOSELY WITH ALL
THAT IS TO REMAIN, EVEN IF THIS EQUIPMENT IS NOT SHOWN ON PLANS OR PANEL SCHEDULES. ELECTRICAL CONTRACTOR IS FQUIPMENT AND DEVICES. THE CONTRACTOR SHALL PROVIDE COPIES OF ALL CONTRACTORS AND TRADESMEN IN ORDER TO ENSURE A SMOOTH RUNNING AND
RESPONSIBLE FOR EXTENDING EXISTING CIRCUITS FROM EXISTING EQUIPMENT THAT IS REMAINING TO NEW LOCATION. MAINTENANCE INFORMATION AND INSTRUCTIONS RECEIVED WITH EQUIPMENT AND 17. EFR%\{'J?TES SliPACRé&EAOmACBEgVQgSS E%%VfSENDBi%TR?E% OE';ET%)EFQE%A'-E@QFEGng%RiiNDCYNORM AL CAREFULLY COORDINATED INSTALLATION.
CONTRACTOR SHALL MATCH EXISTING GAUGE WIRE FROM EXISTING BREAKER TO RELOCATED EQUIPMENT. SYSTEMS. ALL "AS—BUILT” DRAWINGS AND MISCELLANEOUS INFORMATION SHALL BE VIRING. ’
GIVEN TO THE OWNER AND ENGINEER AT COMPLETION OF WORK. THE CONTRACTOR : 49, ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE WITH OTHER
19. IN THE EVENT THAT ELECTRICAL PLANS CALL FOR EXISTING WIRING TO BE REUSED, THE ELECTRICAL CONTRACTOR SHALL SHALL GUARANTEE ALL MATERIAL AND LABOR TO BE FREE FROM DEFECTS FOR A 18, LEAVE WIRE SUFFICIENTLY LONG TO PERMIT MAKING FINAL CONNECTIONS TRADES FOR ITEMS IN THEIR SCOPE OF WORK WHICH COULD REQUIRE ADDITIONAL
SURVEY EXISTING WIRING, BOXES, ETC. TO DETERMINE IF THE EXISTING BRANCH CIRCUIT MAY BE REUSED FOR NEW ONE YEAR PERIOD FROM THE TIME OF OWNER ACCEPTANCE. ANY DEFECTS : : ELECTRICAL WORK, (DISCONNECTION, RECONNECTION, ETC.) AND ARE NOT INDICATED
EQUIPMENT (IF WIRING REMAINS IN IT'S ORIGINAL CONDUIT). ELECTRICAL CONTRACTOR SHALL DETERMINE THAT THE ENTIRE RUN OCCURRING DURING THIS PERIOD SHALL BE CORRECTED BY THE CONTRACTOR AT NO 19, WIRE COLOR CODING: PER CODE. WHERE COLOR—CODED CABLE IS NOT AVAILABLE ON THE ELECTRICAL DRAWINGS.
OF EXISTING POWER CONDUIT AND WIRING, FROM SOURCE PANEL TO LOAD FOR WIRING TO BE REUSED, IS FEASIBLE FOR ADDITIONAL COST TO THE OWNER. CERTIFY IN WRITING AND REQUEST PERMISSION FOR OVERLAP GOLOR TAPING OF
REUSE AND MEETS THE REQUIREMENTS OF THE NATIONAL ELECTRICAL CODE, STATE AND LOCAL CODES HAVING JURISDICTION. , 50. CONTRACTOR SHALL COORDINATE ALL TEMPORARY ELECTRICAL POWER WITH UTILITY,
12. CONTRACTOR IS TO PROVIDE ALL REQUIRED SCAFFOLDING, LADDERS, RIGGING, 832?“%85&%"”“%%#" EENSEEDQSC)Oll\l,\lSI'SA?ECNETSLaB#SRLCT)géTlg\II\ITSII.?EC%%%?JE(C:J?DlNG, AS REQUIRED, DURING DEMOLITION AND CONSTRUCTION ACTMITIES AND SHALL BE
IN INSTANCES WHERE EXISTING CIRCUITS ARE TO BE EXTENDED OR REUSED, ELECTRICAL CONTRACTOR SHALL DISCONNECT HOISTING AND ALL OTHER EQUIPMENT REQUIRED FOR THE INSTALLATION OF THEIR ’ : RESPONSIBLE FOR THE USAGE AND PAYMENT THEREOF. CONTRACTOR SHALL
EXISTING BRANCH CIRCUIT AND LEAVE IN A SAFE CONDITION (TAG AND LABEL ITS USE) FOR FUTURE RECONNECTION DURING WORK. 0. PULL NO THERMOPLASTIC WIRES AT TEMPERATURES LOWER THAN 32°F COORDINATE ACTIVATION OF NEW PERMANENT POWER FOR VA.
RENOVATION PHASE. : :
13.  ESTABLISH PASSAGE CLEARANCES REQUIRED TO DELIVER, INSTALL AND ERECT ALL
20. IF SURVEY BY ELECTRICAL CONTRACTOR DEEMS THAT WIRING IS NOT FEASIBLE FOR REUSE, THEN THE ELECTRICAL REQUIRE EQUIPMENT. IF STRUCTURES, EQUIPMENT AND SYSTEMS MUST BE ALTERED 21. PROVIDE CABLE SUPPORTS FOR WIRE IN RISER CONDUITS AS REQUIRED BY CODE
CONTRACTOR SHALL DISCONNECT AND REMOVE ANY AND ALL WIRING DEEMED UNUSABLE, FROM LOAD TO SOURCE (INCLUDING TO PROVIDE PASSAGE OF EQUIPMENT, THE CONTRACTOR SHALL RESTORE 22 ALL SWITCHES SHALL BE MOUNTED AT 4'—0" ABOVE THE TOP OF FINISHED FLOOR
DATA, COMMUNICATION, OR TELEPHONE WIRING). ANY CONDUITS STUBBED OUT OF MASONRY SURFACE SHALL BE CUT INTO STRUCTURES, EQUIPMENT AND SYSTEMS TO THEIR ORIGINAL CONDITION AT THE UNLESS OTHERWISE NOTED. ALL RECEPTACLES SHALL BE MOUNTED AT 18" ABOVE .
SURFACE AND PATCHED TO MATCH SURROUNDING CONDITIONS. CONTRACTOR’S EXPENSE: INCLUDING REMOVING AND REPLACEMENT OF ALL CEILING s T o T, AL R TACLES ol S5
AS REQUIRED TO COMPLETE THE WORK. , :
21. PANELBOARD CABINETS SHALL NOT BE USED FOR OTHER PURPOSES THAN CIRCUIT BREAKER INSTALLATIONS AND DISTRIBUTION
POINTS, AND SHALL NOT BE USED AS A JUNCTION OR PULLBOX. 14, PRIOR TO ANY WORK COMMENCING AN AN AREA, THE CONTRACTOR SHALL NOTIFY 23. ﬁﬁfﬁ'ﬁg (F)’ELWF?S);ENSD A(?O(l)NRDDllcNAATTES L/?)NC%\Q’)'LESREV}/"%E‘ g?ﬁggﬁg&g FACILITATE
THE COR OF HIS INTENTION TO WORK IN THE AREA AND SHALL SCHEDULE A :
22.  ALL UNUSED OUTLET BOXES THAT ARE TO REMAIN SHALL BE PROVIDED WITH MATCHING BLANK COVERS. WALKTHROUGH WITH THE COR TO DETERMINE EXISTING CONDITIONS. AFTER THE
WORK, THE EXISTING WORK ARFAS SHALL BE RETURNED TO THEIR ORIGINAL STATE 24. E%%R%YNP;;E RLAOCC%T\JNSRUV'U% PgT%VE'gETEXEESBOXES EVERY 100FT AND AS INDICATED.
23.  ALL RACEWAYS WHICH ARE EXPOSED AS A RESULT OF NEW WORK SHALL BE REMOVED AND REROUTED CONCEALED BEHIND BEFORE FINAL APPROVAL SHALL BE GIVEN. '
FINISHED SURFACES. 15.  WHERE INCIDENTAL WORK IS REQUIRED TO ACCOMPLISH WORK SHOWN ON THE 25. JW%%%EOHEQESDSERL’JYLLR?E%EEJST:E ngﬁg%l%ENOEFfAhLA'AT(EN%TFHE%PE\EERN'QEJ'E'TJ%SHEEORSPACES-
24. EXISTING RACEWAYS THAT ARE NOT BEING REUSED SHALL BE REMOVED BACK TO THE NEAREST JUNCTION OR PULLBOX, AND DRAWINGS, THIS WORK IS IMPLIED AND SHALL BE INCLUDED IN THE BID. CONCEALMENT. COVERS OF JUNCTION AND PULL BOXES SHALL BE ACCESSIBLE
THE OPENINGS BLANKED. ANY CONDUITS PENETRATING MASONRY SURFACES SHALL BE CUT INTO SURFACE, PATCHED, AND : :
PAINTED TO MATCH SURROUNDINGS. 16. THE CONTRACTOR SHALL RECEIVE ALL DELIVERIES OF MATERIALS, TOOLS, EQUIPMENT 6. SUPPORT JUNCTION AND PULL BOXES INDEPENDENTLY TO BUILDING STRUCTURE WITH
AND OTHER GOODS OFF STATION AND BRING TO THE PROJECT SITE. THE VA WILL e O CoNGUTE
25. DISCONNECT, RELOCATE OR REMOVE ELECTRICAL INSTALLATIONS AND EQUIPMENT AS INDICATED BY PLANS AND AS REQUIRED NOT ACCEPT PROJECT DELIVERIES. ‘
BY CHANGES IN CONSTRUCTION. WHERE EXISTING ELECTRICAL INSTALLATIONS INTERFERE WITH NEW WORK AND WHERE SUCH 27 ELECTRICAL CONTRACTOR SHALL COORDINATE ADDITIONAL CONTROL CIRCUITING
INSTALLATIONS ARE TO REMAIN IN USE, THE NEW INSTALLATIONS SHALL BE RELOCATED AND/OR RECONNECTED TO COORDINATE REQUIREMENTS WITH MECHANICAL CONTRACTOR PRIOR TO ROUGH—IN. PROVIDE
INITIAL ROUGH-—IN. NEAREST, SPARE 20A/1P CIRCUIT BREAKER(S) IN 208V ELECTRICAL PANEL HAVING
26. DISCONNECT AND RELOCATE/RECONNECT ANY ELECTRICAL LINES, BRANCH CIRCUITS, DEVICES (INCLUDING FIRE ALARM DEVICES), gggﬂ%gT PSRPC’;GEEAXB’SE%&AEA;@@E'CTFOR&V'[T’(E) Tg\x \C/'ORL%%EBTRREK\NKSE;{O%EARSS
ETC. AND REPAIR PULL BOXES THAT MAY BE DISTURBED DURING THIS RENOVATION. UNLESS NOTED OTHERWISE, ALL EXISTING '
ELECTRICAL WORK WHICH WILL NOT BE RENDERED OBSOLETE AND WHICH MAY BE DISTURBED DUE TO ANY CHANGES REQUIRED (PROVIDED BY CONTROLS CONTRACTOR).
UNDER THE CONTRACT, SHALL BE RESTORED TO ITS ORIGINAL OPERATING CONDITION AT NO COST TO OWNER. IF ANY
EQUIPMENT TO REMAIN IS DAMAGED DURING CONSTRUCTION, IT SHALL BE REPLACED WITH NEW (WITH NO COST APPLIED TO 28. éleoéc%SliSQSE&TngﬁAT'ONS SHALL BE REVIEWED BY ARCHITECT AND/OR ENGINEER
OWNER). '
97. FOR EXISTING PANELS MODIFIED AS PART OF THIS PROJECT, E.C. SHALL TEST AND KEEP ALL EXISTING WORKING CIRCUIT 29. WELELST%FANEESB;R%% 'NDSgé%LNEﬁEgVTgENEL\J/TEgMXVT'%N(T}RENRSFREARCESWV@RT((S:H%QOSESFCF'RSEHECLTEE’E
BREAKERS AND SHALL USE THEM FOR NEW EQUIPMENT, DEVICES, LIGHTING, AND/OR SPARES. E.C. SHALL REPLACE MOUNTED SO THAT THE DISTANCE FROM THE TOP CIRGUIT BREAKER OPERATING
NON—WORKING BREAKERS WITH NEW “IN KIND” BREAKERS. PROVIDE BLANK COVERS/COVERPLATES FOR ALL EXPOSED CIRCUIT HANDLE, TO THE TOP OF THE FINISHED FLOOR SHALL NOT EXCEED 6'—6" (MAX.).
BREAKER SPACES (THOSE WITHOUT INSTALLED CIRCUIT BREAKERS; EXPOSED BUS BARS) FOR PERSONNEL PROTECTION. ’
30. ALL PANELS SHALL BE BALANCED AS EVENLY AS POSSIBLE ACROSS PHASES.
28. AS DIRECTED BY THE OWNER, ALL EXISTING EQUIPMENT AND MATERIAL IN USABLE CONDITION THAT IS REMOVED SHALL REMAIN REARRANGE CIRCUITS AS REQUIRED. ALL PANELS SHALL HAVE PERMANENT
THE PROPERTY OF THE OWNER, OR HANDLED AS INSTRUCTED BY THE OWNER, BE DISPOSED OF BY THE ELECTRICAL A .
CONTRACTOR. ALL MATERIALS DEEMED FOR REMOVAL SHALL BE RECYCLED WHENEVER POSSIBLE. DIRECTORIES. CIRCUIT CHANGES SHALL BE REFLECTED ON "AS BUILT" DRAWINGS.
29. REMOVAL OF BRANCH CIRCUITS IN ASSOCIATED PANELS SHALL BE COORDINATED WITH THE REMOVAL OF EQUIPMENT IN 31 SLFL Ei#ggf% mngEEBg\fg%gAs\gDOFE)A{LELOBTOHAERRDSLO'ngTl%LNLSEDCSHSJJ'EERE'ESL'DSE DF,Q%
SPECIFIED AREA. REFER TO RENOVATION PLANS AND ELECTRICAL PANEL SCHEDULES FOR NEW CIRCUITING ARRANGEMENT. ANY SHALL BE MOUNTED SO AS T MAINTAIN A 1 /4" AR SPACE BETWEEN THE ’
WIRING OR CIRCUITS BEING REVISED SHALL MEET MINIMUM WIRE SIZES AS INDICATED IN PANEL SCHEDULES. ELECTRICAL NCLOSURE. AND THE FACE OF THE WALL
CONTRACTOR SHALL REMOVE WIRING/CONDUIT BACK TO SOURCE FROM UNUSED OR ABANDONED CIRCUITS, LABEL CIRCUIT :
BREAKER AS "SPARE”, AND LEAVE IN THE “OFF” POSITION.
30. EXISTING PANELBOARD DIRECTORIES AFFECTED BY THE ALTERATION WORK SHALL BE REPLACED WITH NEW “TYPED”
DIRECTORIES, TO ACCURATELY REFLECT THE BRANCH CIRCUIT WIRING MODIFICATIONS AND EXISTING CONDITIONS. OWNER WILL
PROVIDE AN ELECTRONIC TEMPLATE FOR PANELBOARD DIRECTORIES.
31. THE CONTRACTOR SHALL ENSURE THAT ALL FLUORESCENT LAMPS REMOVED AS PART OF THE PROJECT ARE SECURED AND
PROVIDED TO THE VA FOR PROPER DISPOSAL. NO FLUORESCENT LAMPS SHALL BE REMOVED FROM THE SITE BY THE
FONTRAETER: "CONSTRUCTION BID DOCUMENTS"
32. ALL EXISTING DATA CABLES NOT SPECIFICALLY CALLED OUT FOR REMOVAL SHALL BE PROTECTED FROM DAMAGE DURING
DEMOLITION AND SHALL BE COILED ABOVE THE CFILING FOR REUSE. FULLY SPRINKLERED
] MILLER-REMICK LLC PROFESSIONAL . Drawing Title Project Title Project Number
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GENERAL SHEET NOTES:

SEE DWGS. EOO01 AND EOO02 FOR SYMBOLS, GENERAL NOTES, AND ABBREVIATIONS.
ALL DEVICES SHOWN ON THE DRAWINGS SHALL BE NEW, UNLESS OTHERWISE NOTED.

1.
PLAN NORTH 2.
3. SEE DRAWING E601 FOR PHASING INTENT OF PROJECT.
4. REFER TO PANEL SCHEDULES ON DRAWING EP101 FOR FURTHER INFORMATION ON
BRANCH CIRCUITS TO BE SPLICED AND EXTENDED TO NEW PANEL TELE.
ACTUAL UP T0
NORTH [ UPS DISCONNECT
| SWITCH ABOVE ( ) SHEET KEYNOTES:
| 1. THERE IS NO INTENT TO DISTURB ACM MATERIALS IN THE CRAWL SPACE, HOWEVER
| DURING THE COURSE OF CONSTRUCTION ACTIVITIES, SOIL MAY BE DISTURBED.
I THEREFORE, ALL WORKERS WITHIN CRAWLSPACE SHALL BE OUTFITTED WITH PROPER
| PPE TO GUARD AGAINST AIRBORNE ACM CONTAMINANTS. A DECONTAMINATION UNIT
| SHALL BE REQUIRED OUTSIDE OF THIS WORK SPACE.
I 2. DEMOLISH ENTIRE UPS SYSTEM, INCLUDING BUT NOT LIMITED TO POWER FEEDS,
| BATTERIES, MOUNTS, ETC. REFER TO DRAWING E601 FOR FEEDER DEMOLITION SCOPE.
| 3. EXISTING CIRCUITS FROM THIS PANEL, INDICATED ON PANEL SCHEDULES ON DRAWING
I EP101, SHALL BE SPLICED AND EXTENDED TO NEW PANEL TELE. PROVIDE JUNCTION
| BOXES AS REQUIRED. MATCH BRANCH CIRCUIT WIRE SIZE.
I
I
I
I
I
I (E) DISTRIBUTION PANEL DNBC—1 «}
I
I I
R | e | S | e Iy
(R) FEEDER TO COMPUTER ROOM UPS
B e
(R)PANEL D y
(E)PANEL C
(R)LOAD CENTER UPS
r— 7
I |
(R)UPS \—@
1 GROUND FLOOR DEMOLITION POWER PLAN
SCALE: 1/8" = 1'=0"
UP TO NEW
UPS ABOVE \
o
OO
NEW FEEDERS TO COMPUTER ROOM UPS (E) DISTRIBUTION PANEL DNBC-—1
L\ v
N
NEW FEEDER TO (E) UPS LOAD CENTER —&
PROVIDE NEW CORE
AS REQUIRED. EXISTING
PIPE CHASE THRU WALL
CAN BE UTILIZED.
] ]
NEW PANEL TELE —///
(E)PANEL C
] "
5 JGROUND FLOOR NEW WORK POWER PLAN CONSTRUCTION BID DOCUMENTS
SCALE: 1/8" = 1'=0"
Drawing Title Project Title Project Number
. MILLER-REMICK LLC PROFESSIONAL .
CONSULTANTS: claneer ARCHITECT/ENGINEERS: ELECTRICAL REPLACE COMP/PBX UPS 508A6-14-604 Office of
GROUND FLOOR Building Number Construction
Miller-Remick LLC DEMOLITION AND NEW WORK PLANS 76 and Facilities
M.E.P. & Structural Engineering
A Service Disabled Veteran Owned . f [ : :
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PLAN NORTH

ACTUAL
NORTH

PanelName: D L Main Lugs Only: Main Breaker: 100
) EXIStIng Pa nel ................................ L —
Panel Voltage: 208Y/120V, 3 Phase, 4 Wire Panel A.l.C. Rating:
#* s Breaker Load Phase Load Breaker Lo *
ID| % Description - - Description z] ID
%) P | Trip |Code| VA A B C VA |Code| Trip | P o
1 |MAN CIRCUT BREAKER 30 | 2 |SECURITY SYSTEM - SEENQOTE 2. i EX
3 |MAIN CIRCUIT BREAKER 4
5 |MAIN CIRCUIT BREAKER SECURITY SY STEM - SEE NOTE 2. 6 | EX
EX | 7 |IT RECEPTACLES - SEENOTE 2 11 15 SECURITY SYSTEM - SEE NOTE 2. 8| EX
EX | 9 |VERZON EQUIPMENT - SEE NOTE 2. 11 15 VERIZ ON EQUIPMENT - SEE NOTE 2. 10| EX
X 1 UPS FEED 2| 60 SECURITY SY STEM - SEE NOTE 2. 12| EX
13 SECURITY SY STEM - SEE NOTE 2. 14| EX
EX | 15| PANEL RECPT 11 15 SECURITY SY STEM - SEE NOTE 2. 16| EX
EX | 17 |IT RECEPTACLES - SEE NOTE 2 11 15 SECURITY SY STEM - SEE NOTE 2. 18| EX
Total Connected Load | | [ | (vA/PHASE)
N.EC. LOAD SUMMARY | | ELECTRICAL DATA | | PANEL INFORMATION
Load Tvpes and Codes Total Load | Demand |NEC Sizing Load Total Conn. Load: KVA Location: TELEPHONE ROOM G113A
yp (VA) Factor (VA) Total Conn.Load: Amps Mounting: Surface Enclosure Type: Nema 1
Air Conditioning (AC) 1.00 NEC Sizing Load: KVA Fed From: PANEL C
Heating (H) 1.00 NEC Sizing Load: Amps Equipment Ground Bus: Yes Bus Material: Copper
Kitchen Equipment (K) 1.00 . . lsolated Ground Bus: No Neutral Size: 100%
. e M Bus Size: 100 Amps T e s
Lighting (L) 100 ain Bus Size mps
Receptacles (REC) 1.00 PANEL LEGEND (ID) PANEL NOTES
B st . 400 - :
o t’?’ na (E(’C) e ST -Shunt-Trip CB. G - GFI CB NOTE 1 - PANEL SHALL BE DEMOLISHED AT
ntinuous . - "Lock-On"C.B.
Non-Continuous (NC) """ 1.00 "C1" - Contactor Designation CONCLUSION OF PROJECT
Refrigeration (REF) ~"  1.00 N Now GOt s NOTE 2 - SPLICE AND EXTEND CIRCUIT TO NEW
‘ PANELTELE.
Hec.Load Totals: | VA
PanelName: C - Main Lugs Only: Main Breaker: 200
] EXIStIng Pa nel ............................... o —
Panel Voltage: 208Y/120V, 3 Phase, 4 Wire Panel A.l.C. Rating:

#* L Breaker] Load Phase Load Breaker Lo *
ID|& Description - - Description z| ID
o P | Trip [Code| VA A B C VA |[Code] Trip | P o
1 2
EX | 3| FEEDER TO PANEL D 3| 100 35 |3 AC UNIT 4] =
5 | 6 |
EX | 7 |EXHAUST FAN 11 15 15 | 1 |IT RECEPTACLES - SEENOTE 1. 8| X
EX| 9 |LIGHTING 11 15 15 | 1 |IT RECEPTACLES - SEENOTE 1. 10| EX
EX | 11|IT RECEPTACLES - SEE NOTE 1. 11 15 15 | 1 |LIGHTING 12| EX
EX | 13|IT RECEPTACLES - SEE NOTE 1. 11 15 15 | 1 |IT RECEPTACLES - SEENOTE 1. 14| EX
EX | 15|1T RECEPTACLES - SEE NOTE 1. 11 15 30 | 2 PBX ALTERNATE EEED 2 B

EX |17 |IT RECEPTACLES - SEE NOTE 1. 1 15 18
EX | 19| T RECEPTACLES - SEE NOTE 1. 11 15 20 | 1 |IM RECEPTACLES - SEENOTE 1. 20| EX
21 20 | 1 |IM RECEPTACLES - SEENOTE 1. 22| EX
EX |—PBX ALTERNATE FEED 2| 30
23 15 | 1 | BMERGENCY LIGHTS 24| EX
Total Connected Load | | | |(VA/PHASE)
N.E.C. LOAD SUMM ARY | | ELECTRICAL DATA | | PANEL INFORMATION
Load T d Cod Total Load | Demand | NEC Sizing Load Total Conn.Load: Location: TELEPHONE ROOM G113A
oa es an es
yp (VA) Factor (VA) Total Conn. Load: Mounting: Surface Enclosure Type: Nema 1
Air Conditioning (AC) 1.00 NEC Sizing Load: Fed From: DNBC-1
Heating () fop NEC Sizing Load: Equipmant Graund Bus. Ves BusTisiorai Sover
Kitchen Equipment (K) 1.00 Main Bus Si 225 A lsolated Ground Bus: No Neutral Size: 100%
o ain Bus Size: mps e
Lighting (L) 1.00 P
Receptacles (REC) 1.00 PANEL LEGEND (ID) PANEL NOTES
Existi 1.00 . .
. t'_s "o ‘E()C) _—_— ST -Shunt-Trip CB. G- GFI CB. NOTE 1 - SPLICE AND EXTEND CIRCUITTO NEW
ntinuous . - "Lock-On" CB.
Non-Continuous (NC) 1.00 "C1" - Cogactocg El)es ignation PANELTELE.
] ) r—— --Remodels—-
Refrigeration (REF) 1.00 N -New C.B: EX - Existing CB.
Hec. Load Totals: | VA
Panel Name: UPS LOAD CENTER Existing Panel Main Lugs Only: Yes Main Breaker:
Panel Voltage: 208Y/120V, 3 Phase, 4 Wire Panel A.L.C. Rating:
#* Breaker Load Phase Load Breaker| #
ID| & Description - - Description £] ID
%) P | Trip |Code| VA A B C VA |Code] Trip | P %)
X 1 PBX_1 SWITCH - SEE NOTE 2 5| 30 15 | 1 |IT RECEPTACLES - SEENOTE 2. 2| X
[ 3] 15 | 1 |IT RECEPTACLES - SEENOTE 2. 4] X
5 |SPACE SPACE 6
B 7 PBX.2 SWITCH - SEE NOTE 2 5| 30 15 | 1 |IM RECEPTACLES - SEENOTE 2. 8| X
[ 9] 15 | 1 |SPARE 10| &X
11|SPACE SPACE 12
EX | 13|SPARE 11 15 SPACE 14
15|SPACE SPACE 16
17 |SPACE SPACE 18
19|SPACE SPACE 20
21|SPACE SPACE 22
23 |SPACE SPACE 24
25|SPACE SPACE 26
27 |SPACE SPACE 28
29 |SPACE SPACE 30

Total Connected Load| 120 | 300 |

| (vA/PHASE)

N.EC. LOAD SUMMARY

ELECTRICAL DATA | |

PANEL INFORMATION

Load Types and Codes

Total Load | Demand |NEC Sizing Load

Total Conn. Load:

Location: TELEPHONEROOM G113A

(E) CRAC UNIT

(4)(R) WALL

/ (ER)PANEL UPS

—

I
ORI
\

/I. _____ _
(R) 30kVA UPS

(E) CRAC UNIT

(N) 60kVA UPS \

(R)200—AMP DISCONNECT
SWITCH FOR PANEL UPS

(R) UPS DISCONNECT
/ SWITCH

FIRST FLOOR DEMOLITION POWER PLAN

SCALE: 1/4" = 1'-0"

@_

(2) @
/\_
(RE) PANEL UPS \

GENERAL SHEET NOTES:

SEE DWGS. EOO01 AND E002 FOR SYMBOLS, GENERAL NOTES, AND ABBREVIATIONS.
ALL DEVICES SHOWN ON THE DRAWINGS SHALL BE NEW, UNLESS OTHERWISE NOTED.
SEE DRAWING E601 FOR PHASING INTENT OF PROJECT.

PROVIDE A CAT 5 CABLE FROM NEW UPS TO NEAREST BUILDING MANAGEMENT SYSTEM

(BMS) PANEL FOR MONITORING. FIELD VERIFY LOCATION OF BMS TIE-IN WITH VA
PERSONNEL.

—_

N

(O SHEET KEYNOTES:

1. LOCATION OF EXISTING LARGE JUNCTION BOX LOCATED BELOW RAISED FLOOR. DURING
RELOCATION OF PANEL UPS, BRANCH CIRCUITS SHALL BE EXTENDED FROM THIS
JUNCTION BOX TO NEW LOCATION OF PANEL UPS.

2. REPAIR DROPPED CEILING IN THIS AREA AS RELATED TO THE WALL DEMOLITION.
PROVIDE NEW 2'x2" CEILING TILES AS REQUIRED AND ENSURE INTEGRITY OF THE
CEILING GRID. CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING NEW FLOOR TILES
WHERE REQUIRED TO PROVIDE A NEW CONDITION FLOORING SYSTEM AS RELATED TO
THE WALL DEMOLITION.

3. PATCH WALLS IN THIS AREA AS RELATED TO WALL DEMOLITION AND PAINT ENTIRE
AREA OF DEMOLISHED CLOSET TO MATCH EXISTING.

4. REMOVE WALL ALL THE WAY UP TO DECK ABOVE. WALL SITS ON EXISTING RAISED
FLOOR.

5. NEW CAT 5 COMMUNICATION CABLE SHALL BE ROUTED FROM NEW UPS TO BUILDING
MANAGEMENT SYSTEM PANEL #B76—BCU—2 LOCATED IN 2ND FLOOR ROOM 227A. CAT
5 CABLE SHALL BE RUN IN CORRIDOR ABOVE ACCESSIBLE CEILING AND SHALL TURN
UP INTO UTILITY CLOSET ADJACENT TO ROOM 227A. THERE IS DIRECT ACCESS
THROUGH THIS UTILITY CLOSET. FIELD VERIFY FINAL LOCATION OF UTILITY CLOSET AND
ROOM 227A. APPROXIMATE CAT 5 RUN LENGTH IS 275'.

(VA) Factor (VA) Total Conn. Load: Mounting: Surface Enclosure Type: | Nema‘l ““““““““““
Air Condttioning (AC) 1.00 NEC Sizing Load: Fed From: PANEL D
doating () | T Jgp NEC Sizing Load. e e
Kitchen Equipment (K) 1.00 . . lsolated Ground Bus: No Neutral Size:
Lighting (L) . 100 Main Bus Size: 100 Amps .
Receptacles (REC) 1.00 PANEL LEGEND (ID) PANEL NOTES
Existing (E) T 100 ST -Shunt-Trip C.B- G - GFI C.B. NOTE 1 - PANEL TO BE DEMOLISHED AT PROJECT CONCLUSION
Continuous (C) 420 1.00 420 LB - "Lock-On" C.B. NOTE 2 - SPLICE AND EXTEND CIRCUIT TO NEW PANEL TELE
Non-Continuous (NC) —  1.00 "C1" - Contactor Designation
Refrigeration (REF) 1.00 N -New C;,—gfnlg)(d?gi»sting CB.
Hec. Load Totals: | 420 420 VA
(s) /
" "
5 JEIRST FLOOR NEW WORK POWER PLAN CONSTRUCTION BID DOCUMENTS
e FULLY SPRINKLERED
Drawing Title Project Title Project Number
. MILLER-REMICK LLC PROFESSIONAL .
CONSULTANTS: claner ARCHITECT/ENGINEERS: ELECTRICAL REPLACE COMP/PBX UPS 528A6-14-604 Office of
FIRST FLOOR Building Number Construction
Miller-Remick LLC DEMOLITION AND NEW WORK PLANS 76 d Faciliti
M.E.P. & Structural Engineering an aCI I Ies
A Service Disabled Veteran Owned Approved: Project Director Location Drawing Number
Smal Business PP J VAMC BATH, NEW YORK | Management
GHERRY HILL. NEW JERSEY 08034
FAX. (5202000 Date Checked Drawn EP102 Department of
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VA FORM 08-6231
1 2 4 5 6 8 9 |




three inches = one foot

one and one half inches = one foot

= one foot

one inch

three quarters inch = one foot

one quarter inch = one foot three eighths inch = one foot one half inch = one foot

one eighth inch = one foot

ARRAARAARAAA A

\
)\
\
.\
\

\ F 6
\

. \ o
)N A A /
Fh’ o\ /
\

ad\

2

ings\

o Rm UPS\2

AN 7

\ A\

\/ A\

J V] \
\

Vigvade

AM

11:57:49

2-04-15

Wia
W (
VW L

01.d

al

(

tric

E"_“
cl

Submittal

ent

Curr

1

1

Jraw

L

Lom

N

—-0499-0064 Bath

f‘\Arui’ ) O

1 2 4 6 | 7 | 8 | 9
1. SEE DWG. E-001 AND E-002 FOR GENERAL NOTES, ABBREVIATIONS, SYMBOLS. PHASE 1:
2. ALL EQUIPMENT SHOWN SHALL BE EXISTING TO REMAIN, UNLESS OTHERWISE NOTED. INSTALL: — RELOCATE PANEL UPS AND DEMOLISH PANEL UPS DISCONNECT SWITCH.
RECONNECT SHORTENED FEEDER TO PANEL UPS. EXTEND ALL BRANCH
CIRCUITING FROM LARGE UNDERFLOOR PULLBOX TO NEW LOCATION OF PANEL
UPS. MATCH EXISTING WIRE SIZE. ALL RELOCATION WORK SHALL BE
ACCOMPLISHED AT NIGHT AND SHALL BE COORDINATED WITH THE VA.
() SHEET KEYNOTES: R
BUILDING #76 BUILDING #76 * INSTALL: — COMPLETE WORK ON WALLS WITHIN COMPUTER ROOM 152
300KW, 208V. 38, 4W 300KW, 208V. 3@, 4W : — NEW 60 kVA UPS
EMERGENGY GENERATOR EMERGENGY GENERATOR 1. iﬁgvgg E%NSRCU” BREAKER IN EXISTING SPACE. MATCH EXISTING BREAKER'S TYPE _ PROVIDE NEW CIRCUIT BREAKERS IN (E) PANEL DPNC—1 AND RUN NEW
: FEEDERS TO NEW 60kVA UPS THROUGH CRAWLSPACE.
2. EXISTING CIRCUITS FROM THIS PANEL, INDICATED ON PANEL SCHEDULES ON DRAWING — PROVIDE NEW FEEDERS TO (RE) PANEL UPS AND NEW PANEL TELE IN
EP101, SHALL BE SPLICED AND EXTENDED TO NEW PANEL TELE. PROVIDE JUNCTION TELEPHONE ROOM G113A. FOR RELOCATED PANEL UPS, COIL CONDUCTORS
—~ P BOXES AS REQUIRED. MATCH BRANCH CIRCUIT WIRE SIZE. ABOVE FINAL CONNECTION LOCATION WITH SUFFICIENT SLACK TO TERMINATE
// // AT EXISTING OR RELOCATED EQUIPMENT.
‘ — INSTALL PANEL TELE
\ — COMPLETE ALL TESTING AND COMMISSIONING OF NEW 60kVA UPS. OUTPUT
\\ AN BREAKER FOR LOAD BANK TESTING SHALL BE PROVIDED.
[ J | PR |
PHASE 3:
SCHEDULE: — SCHEDULE SHUTDOWN WITH VA AT LEAST 30 DAYS PRIOR TO CUT-OVER.
— — INSTALL: — DISCONNECT EXISTING FEEDER AND MAKE FINAL CONNECTIONS FOR NEW
FEEDER CONNECTION TO (RE) PANEL UPS IN COMPUTER ROOM 152.
- - B - - - - B - B - B - - PANEL DNBEM-—1 - B - - - ~ PANEL DNBN-3 B - B - - - B - - - - - - PANEL DNBEM-1 - - B B - ~ PANEL DNBN-3 — SPLICE AND EXTEND ALL (BR,ZNCH CIRCUITS EARMARKED FOR RECONNECTION
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ TO NEW OR RELOCATED PANELS.
‘ O~ 1200AF ‘ ‘ ‘ ‘ O~ 1200AF ‘ ‘ ‘ — PROVIDE FINAL UPS TESTING AND COMMISSIONING.
) 1200AT ) 1200AT
¥ 3P 208/120V. 3¢, 4W. BOOAMP BUS, 42KAIC 3P 208/120V. 3@, 4W. 800AMP BUS, 42KAIC REMOVE: — REMOVE COMPUTER ROOM 152 UPS AND ASSOCIATED FEEDERS AS SHOWN.
. . . , 208/120V. 39, 4W. 1600AMP BUS , i i . . o . . 208/120V. 39, 4W. 1600AMP BUS . . i i — REMOVE TELEPHONE ROOM G113A UPS AND ASSOCIATED FEEDERS AS
! ! | T ( T | ! ! | T T ( ( | SHOWN.
JJ - 600AF \‘J - 600AF © -~ 600AF O~ 600AF O~ 600AF O~ 400AF O~ 400AF O~ 400AF O~ 400AF O~ 600AF O~ 600AF O~ 600AF t‘ 600AF ‘ - 600AF O~ 400AF O~ 400AF O~ 400AF O~ 400AF
) 300AT ) 600AT ) 300AT ) 400AT ) 225AT ) 300AT ) 300AT ) 400AT ) 225AT ) 300AT ) BOOAT ) 300AT ) 400AT ) 225AT ) 300AT ) 300AT ) 400AT ) 225AT
| 3P 3P 3P 3P b 3P | ’ 3P Y 3P Y 3P | | b 3P 3P 3P 3P 3P | | o 3P Y 3P b 3P Q7 3P |
6| ATS—L1 o | ATS—L2 & | ATS—C1 o | ATS—EQ1 O | ATS—L1 o | ATS—L2 o | ATS—C1 & | ATS—EQ1
E /N E N E N E N E /N E N E /N E N E N E N
: O ATS o ATS
[ [ [ [ SOUTH ELEV [ [ [ [ SOUTH ELEV
Panel Name: TELE New Pancl Main Lugs Only: No  Main Breaker: 100 _
Panel Voltage: 208Y/120V, 3 Phase, 4 Wire Panel AI.C. Rating: 22k
#* oo Breaker Load Phase Load Breaker Lo *
ID|& Description - - Description £|ID
PANEL DNBC—1 PANEL DNBC—1 %) P | Trip |Code| VA A B C VA |Code] Trip | P %)
B B B B B B B B B B B B B B B B B - B B B B B B B B B B B B B B B B B 'E ~ N B RACK - SEENOTE 1. 5| 20 | ¢ 480 | 700 220 | C | 20 | 1 |IT RECEPTACLES - SEE NOTE 3. 2| N
| 208/120V. 38, 4W. 400AMP BUS | | 208/120V. 38, 4W. 400AMP BUS | 3 280 600 120 | C | 20 [ 1|VERZON EQUPVENT - SEENOTES. a| N
‘ ROOM G117 ‘ ‘ ROOM G117 | B EX.2 RACK - SEENOTE 1. A 840 | 220 | C | 20 [ 1 [IT RECEPTACLES - SEE NOTE 3. 6| N
Q) ®) ©) @ ® @) ©) D ) ® 0) ® Q) ©) N : T RECEPTACLES - SEENOTE 1 120 C ?Eg = 925 23: C | 30 | 2 |[SECURTY SYSTEM - SEENOTE 3. % N
° ® e ® ® ® ® ® ® ® o ° ® ® o ® ® ° N |11[T RECEPTACLES - SEENOTE 1. 1120 C | 120 240 | 120 | C | 20 | 1 [SECURTY SYSTEM - SEENOTE 3. 12| N
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ N |13[T RECEPTACLES - SEENOTE 1. 1120 C | 120 | 240 120 | C | 20 [ 1 [SECURTY SYSTEM - SEENOTE 3. 14| N
O~ 400AF O~ 400AF O~ 400AF O~ 400AF O~ 100AF O~ 100AF O~ 400AF O~ 400AF O~ 400AF O~ 400AF O~ 100AF O~ 100AF O~ 400AF O~ 400AF N | 15]IT RECEPTACLES - SEENOTE 2. 1120] € | 120 240 120 | C | 20 | 1 |[VERZON EQUIPMENT - SEE NOTE 3. 16| N
) 150AT ) 225AT ) 225AT ) 225AT ) 100AT ) 100AT ) 150AT ) 225AT ) 225AT ) 225AT ) 100AT o0ar (1) )azsar (1) ) 250AT N 77|17 RECEPTACLES - SEENOTED. T2 [ c 72 220 | 720 | C | 20 | 7 [SECURTY SYSTEM  SEENOTES. B[
| 3P b 3P Y 3P 1 3P bl 3P d 3P | | ' 3P v 3P N 3P - 3P Y 3P Y 3P ? 3P Q 3P \ N [19]|T RECEPTACLES - SEENOTE 2. 1] 20| C | 120 | 240 120 | C | 20 | 1 |SECURITY SYSTEM - SEE NOTE 3. 20| N
‘ | SPACE SPACE ‘ ‘ SPARE ‘ N | 21[T RECEPTACLES - SEENOTE 2. 1120 C | 120 1260 1140 | C | 20 | 1 [SECURTY SYSTEM - SEENOTE 3. 22| N
B - - - - - - 7| - - - - - - - - - - - - - - - 1 - - - - - - I - - - - - - N | 23[T RECEPTACLES - SEENOTE 2. 1120 C | 120 240 | 120 | C | 20 | 1 [SECURTY SYSTEM - SEENOTE 3. 24| N
N | 25[T RECEPTACLES - SEENOTE 2. 120 C | 120 [ 120 20 | 1 26[ N
| N |27[IT RECEPTACLES - SEENOTE 2. 120 C | 120 120 20 | 1 28| N
| N | 29[ RECEPTACLES - SEENOTE 2. 120 C | 120 120 20 | 1 30| N
| ()—@ c>—@ N |31]T RECEPTACLES - SEENOTE 2. 120 Cc [ 120 [ 120 20 | 1 32 N
| FEEDER TO FEEDER TO N | 33| T RECEPTACLES - SEENOTE 2. 1120 C | 300 300 20 | 1 34| N
N | 35| SPARE 1] 20 20 | 1 36| N
PANEL @ I PANEL MANUAL UPS N | 37|SPARE 1] 20 20 | 1 38| N
COMP. PANEL PANEL I PANEL PANEL COMP. PANEL PANEL PANEL PANEL BYPASS BREAKER sl — - o
MECH C ICC—1 | INC—1 INC—1 MECH C ICC—1 INC—1 INC—1 BREAKER
TELE | TELE N |41|SPARE 1] 20 20 | 1 2| N
' ' Total C ted Load [ 2845 | 3445 | 1680 |(VA/PHAS
T ! sermces e EE DL s
RM 152 : (R) 4—44/0 + RM 152 N.EC.LOAD SUMMARY | ELECTRICAL DATA | | PANEL INFORMA TION
| 1_#4(;‘ IN 2 1/2" C. Load Types and Codes Total Load | Demand | NEC Sizing Load Total Conn. Load: 8 KVA Locatﬁon: TELEPHONE ROOM G113A
n I (VA) Factor (VA) Total Conn.Load: 22 Amps Mounting: Surface Enclosure Type:  Nema 1
[ 1 I'|'|_| E)ll?%gg?\ll?\lE%l?l—SSWWCH Air Conditioning (AC) 1.00 NEC Sizing Load: Fed From: NEW 60KVA UPS
| |@ L. ROOM 152 Heating (H) 1.00 NEC Sizing Load: Equipment Ground Bus: Yes Bus Material: Copper
| PANEL | I PANEL Kitchen Equipment (K) 1.00 . . lsolated Ground Bus: No Neutral Size: 100%
D D . Main Bus Size: 125 Amps
| | TELE | TELE Lighting (L) 1.00
L — _IRM &——(R) 4-#4/0 + RM Receptacles (REC) 1.00 PANEL LEGEND (ID) PANEL NOTES
1—#4G. IN 2 1/2" C. Existing (E) 1.00 _ T P NOTE 1 - RELOCATED CRRCUIT FROM UPS LOAD CENTER
T G113A | # / G113A I ST - Shunt-Trip CB_; G -GFI CB.
| n Continuous (C) 7970 1.00 7670 LB - "Lock-On" C.B. NOTE 2 - RELOCATED CRCUIT FROM PANEL C
r—— /1 Non-Continuous (NC) 1.00 "C1" - Contactor Designation NOTE 3 - RELOCATED CIRCUIT FROM PANEL D
JI_ | (R30kA | SECONDARY DISTRIBUTION SECTION, ——— (N) 6OKVA ——BYPASS SECTION Refrigeration (REF) 100 _ ~Remodels—-
r— — 7 I UPS I SEE PANEL SCHEDULE THlS SHEET. UPS SECT'ON ...................................................................................................................... N - New CB EX EXlSt]ng CB.
| (R)BKVA | L g Hec. Load Totals: | 7970 7970 VA
| UPS | T COMP
L — —— 21 | :
T RM 152
TELE. I
: E%BA CP—ER)#:rG—#ﬂr\I/OZ J;/z., : @ PP @ Panel Name: UPS DISTRIBUTION SECTION New Panel Main Lugs Only: Yes  Main Breaker:
| ' ' Panel Violtage: 208Y/120V, 3 Phase, 4 Wire Panel AlL.C_Rating: 42k
| LR UPS PANEL | PanelVolage 206YM20V, SPhase, 4wre L] PendlAICRaing £
4 oy
r 1 I'I'I DISCONNECT SWITCH 1D E De =cription Breakfar Load Phase I__Dad Ellnteaker Description E 1]
| UPS | | ROOM 152 ] P | Trip |Code| VA A B C WA |Codgl Trip [ P o
| LOAD | | 1] 20 | 1 |SPARE 2| n
ICENTER| (R) 4—#4/0 + N % LOAD BANK TEST BREAKER 3 225 | NC ig 1 zz.:zs : :
L | 1-#4C. IN 2 1/2" C. PTAE\ILI_I:EL P(ARNEE)L 7 2000 | 2000 20 |1 SP:J:«RE s n
T%AE' ! UPS N |9 | FEEDER TO RELOCATED PANEL UPS (COMP.ROOM)| 3 (200 ¢ [2000 B000 20 | 1 |SPARE 10| N
G113A FEEDER SCHEDULE COMP. [11] 8000 8000 20 | 1 |SPARE 12| N
PANEL FEEDER TELE RM 152 13 6000 | 6000 20 | 1 |SPARE 14| N
UPS NO FEEDER AND CONDUIT SIZE RM N[ FEEDER TO PANEL TELE (TELEPHONE ROOM) 3 [100| ¢ [&o00 8000 20 | 1 |SPARE 16| N
COMP. : G113A G——EXTEND FEEDER AS [17] 6000 6000 20 | 1 |SPARE 18] N
RM 152 @ 4—#4/0 + 1-#4G. IN 2 1/2" C. REQUIRED BY N |19]|SPARE 1] 20 20 | 1 [SPARE 20| N
RELOCATION N |21]sPaRE 1] 20 20 | 1 |SPARE 22| N
» N |23|sPARE 1] 20 20 | 1 |SPARE 24| N
@ 4-#3/0 + 1-#6G. IN 2" C. Eg’;\‘AEPL N |25|SPARE 1] 20 20 | 1 |SPARE 26| N
PANEL , : N |27]|sPARE 1] 20 20 | 1 |SPARE 28| N
C%’;\AAP- @ 4=#1 + 1-#8C. IN 1 1/2" C. SRUMB N | 29|SPARE T 20 20 | 1 |SPARE 30| W
SUB @ 4-250KCMIL + 1—#4G. IN 2 1/2” C. CoMp Total Connected Load| 14000 | 14000 | 14000 | (VA/PHASE)
COMP RM 152 N.E.C. LOAD SUMMARY | ELECTRICAL DATA | | PANEL INFORMATION
RM 152 NOTES: ALL CALCULATIONS ARE BASED ON COPPER CONDUCTORS. L oad Tvpes and Codes TotalLoad | Demand |NEC Sizing Load Total Conn. Load: 42  KVA Location: 1.S. COMPUTER ROOM 152
e (VA) Factor (VA) Total Conn. Load: 11]Ir Amps Mounting: Surface Enclosure Type:  Nemal1
Air Conditioning (AC) 00 NEC Sizing Load: 42 ~KVA Fed From: EX. PANEL DNBC-1
Heating (H) ; 00 NEC Sizing Load: 117 Amps Equipment Ground Bus: Yes = Bus Material.  Copper
ELECTRICAL DEMOLITION SINGLE LINE DIAGRAM ELECTRICAL NEW WORK SINGLE LINE DIAGRAM R e wan b size:_225_Amps ok oS 18 Moot TS
SCALE: NOT TO SCALE N SCALE:NOT TO SCALE Receptacles REC) . 1.00 I B
Existing (E) 0 e ST -Shunt-Trip C.B.; G-GFI CB. UPS distribution section is secondary distribution
Continuous (C) 1.00 42000 LB - "Lock-On" C.B. . A
Non-Continuous (NC) fpg | —— “C1" - Contactor Designation forand mtegra]to new 60 kVA UPS locatedin
Refrigeration (REF) 1.00 NN ;S”E;“E“. fng C.B ComputerRoom152
L St N -New C.B.; - Existing C.B.
Elec. Load Totals: 42000 42000 VA
n n
CONSTRUCTION BID DOCUMENTS
C ON SU LT ANT S MILLER-REMICK LLC PROFESSIONAL AR CH ITE CT /EN G I N EERS Drawing Title Project Title Project Number .
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